
name VOID 1 (SINGLE)

Vo1101ref
Vo1102

Vo1V Black FR-BE Stainless Steel

Vo1V Black FR-BE Matt White RAL9010

Vo1103

Vo1106

Vo1V Black FR-BE Fusain/Gunpowder Black

Vo1V Black FR-BE Brass/Laiton

Vo1108

Vo1109

Vo1V Black FR-BE Chrome

Vo1V Black FR-BE Nickel 2015

Vo1113 Vo1V Black FR-BE Textured White RAL9010

Vo1114

Vo1117

Vo1V Black FR-BE Textured Black RAL9005

Vo1V Black FR-BE Bronze Antique

Vo1118

Vo1119

Vo1V Black FR-BE Matt Black RAL9011

Vo1V Black FR-BE Tin

Vo1120

Vo1129

Vo1V Black FR-BE Laiton Antique

Vo1V Black FR-BE Cu29

Vo1201

Vo1202

Vo1V White FR-BE Stainless Steel

Vo1V White FR-BE Matt White RAL9010

Vo1203

Vo1206

Vo1V White FR-BE Fusain/Gunpowder Black

Vo1V White FR-BE Brass/Laiton

Vo1208

Vo1209

Vo1V White FR-BE Chrome

Vo1V White FR-BE Nickel 2015

Vo1213 Vo1V White FR-BE Textured White RAL9010

Vo1214

Vo1217

Vo1V White FR-BE Textured Black RAL9005

Vo1V White FR-BE Bronze Antique

Vo1218

Vo1219

Vo1V White FR-BE Matt Black RAL9011

Vo1V White FR-BE Tin

Vo1220

Vo1229

Vo1V White FR-BE Laiton Antique

Vo1V White FR-BE Cu29

16 A

250 V AC 

Maximum Current

Rated Voltage

Vo1301

Vo1302

Vo1V Black EU Stainless Steel

Vo1V Black EU Matt White RAL9010

Vo1303

Vo1306

Vo1V Black EU Fusain/Gunpowder Black

Vo1V Black EU Brass/Laiton

Vo1308

Vo1309

Vo1V Black EU Chrome

Vo1V Black EU Nickel 2015

Vo1313 Vo1V Black EU Textured White RAL9010

Vo1314

Vo1317

Vo1V Black EU Textured Black RAL9005

Vo1V Black EU Bronze Antique

Vo1318

Vo1319

Vo1V Black EU Matt Black RAL9011

Vo1V Black EU Tin

Vo1320

Vo1329

Vo1V Black EU Laiton Antique

Vo1V Black EU Cu29

Vo1401

Vo1402

Vo1V White EU Stainless Steel

Vo1V White EU Matt White RAL9010

Vo1403

Vo1406

Vo1V White EU Fusain/Gunpowder Black

Vo1V White EU Brass/Laiton

Vo1408

Vo1409

Vo1V White EU Chrome

Vo1V White EU Nickel 2015

Vo1413 Vo1V White EU Textured White RAL9010

Vo1414

Vo1417

Vo1V White EU Textured Black RAL9005

Vo1V White EU Bronze Antique

Vo1418

Vo1419

Vo1V White EU Matt Black RAL9011

Vo1V White EU Tin

Vo1420

Vo1429

Vo1V White EU Laiton Antique

Vo1V White EU Cu29

Conformity to Standards:
*French standard socket outlet: NF C 61-314 Standard
**German standard socket outlet: DIN VDE 0620-1 Standard
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OR

FLUSH-MOUNTED WALL BOX 
INSTALLATION

PLACE COVERPLATE
INTO FRAME

CLICK

Box with screws*** 

JUNCTION BOX 2 TYPES (min. depth 45mm):
2

CONNECT WIRES TO THE DEVICE

WIRES 14 (AWG) - 2,5mm²

FIX FRAME TO
WALL OR JUNCTION BOX
WITH 2 SCREWS
(USE HOLES ON VERTICAL AXIS)

SPECIAL CLAMPS AVAILABLE
ON SPECIAL REQUEST TO FIX
BODY ON BOX WITHOUT SCREWS***
(OR WITHOUT JUNCTION BOX)
USE HOLES ON HORIZONTAL AXIS

*SOCKET FR-BE **SOCKET EU

L

N

32

SIDE VIEW FR-BE*

34,5

SIDE VIEW EU**



name VOID 2 (DOUBLE)

Vo2101ref
Vo2102

Vo2V Black FR-BE Stainless Steel

Vo2V Black FR-BE Matt White RAL9010

Vo2103

Vo2106

Vo2V Black FR-BE Fusain/Gunpowder Black

Vo2V Black FR-BE Brass/Laiton

Vo2108

Vo2109

Vo2V Black FR-BE Chrome

Vo2V Black FR-BE Nickel 2015

Vo2113 Vo2V Black FR-BE Textured White RAL9010

Vo2114

Vo2117

Vo2V Black FR-BE Textured Black RAL9005

Vo2V Black FR-BE Bronze Antique

Vo2118

Vo2119

Vo2V Black FR-BE Matt Black RAL9011

Vo2V Black FR-BE Tin

Vo2120

Vo2129

Vo2V Black FR-BE Laiton Antique

Vo2V Black FR-BE Cu29

Vo2201

Vo2202

Vo2V White FR-BE Stainless Steel

Vo2V White FR-BE Matt White RAL9010

Vo2203

Vo2206

Vo2V White FR-BE Fusain/Gunpowder Black

Vo2V White FR-BE Brass/Laiton

Vo2208

Vo2209

Vo2V White FR-BE Chrome

Vo2V White FR-BE Nickel 2015

Vo2213 Vo2V White FR-BE Textured White RAL9010

Vo2214

Vo2217

Vo2V White FR-BE Textured Black RAL9005

Vo2V White FR-BE Bronze Antique

Vo2218

Vo2219

Vo2V White FR-BE Matt Black RAL9011

Vo2V White FR-BE Tin

Vo2220

Vo2229

Vo2V White FR-BE Laiton Antique

Vo2V White FR-BE Cu29

16 A

250 V AC 

Maximum Current

Rated Voltage

Vo2301

Vo2302

Vo2V Black EU Stainless Steel

Vo2V Black EU Matt White RAL9010

Vo2303

Vo3306

Vo2V Black EU Fusain/Gunpowder Black

Vo2V Black EU Brass/Laiton

Vo3308

Vo3309

Vo2V Black EU Chrome

Vo2V Black EU Nickel 2015

Vo3313 Vo2V Black EU Textured White RAL9010

Vo3314

Vo3317

Vo2V Black EU Textured Black RAL9005

Vo2V Black EU Bronze Antique

Vo3318

Vo3319

Vo2V Black EU Matt Black RAL9011

Vo2V Black EU Tin

Vo3320

Vo3329

Vo2V Black EU Laiton Antique

Vo2V Black EU Cu29

Vo3401

Vo3402

Vo2V White EU Stainless Steel

Vo2V White EU Matt White RAL9010

Vo3403

Vo3406

Vo2V White EU Fusain/Gunpowder Black

Vo2V White EU Brass/Laiton

Vo3408

Vo3409

Vo2V White EU Chrome

Vo2V White EU Nickel 2015

Vo3413 Vo2V White EU Textured White RAL9010

Vo3414

Vo3417

Vo2V White EU Textured Black RAL9005

Vo2V White EU Bronze Antique

Vo3418

Vo3419

Vo2V White EU Matt Black RAL9011

Vo2V White EU Tin

Vo3420

Vo3429

Vo2V White EU Laiton Antique

Vo2V White EU Cu29
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PLACE COVERPLATE
INTO FRAME

2x Hole dia 68mm @ 71mm center distance

1

OR

FLUSH-MOUNTED WALL BOX 
INSTALLATION

2x Box with screws***

JUNCTION BOX 2 TYPES (min. depth 45mm):
2

CONNECT WIRES TO THE DEVICE

WIRES 14 (AWG) - 2,5mm²

FIX EACH FRAME TO
WALL OR JUNCTION BOX
WITH 2 SCREWS
(USE HOLES ON VERTICAL AXIS)

SPECIAL CLAMPS AVAILABLE
ON SPECIAL REQUEST TO FIX
BODY ON BOX WITHOUT SCREWS***
(OR WITHOUT JUNCTION BOX)
USE HOLES ON HORIZONTAL AXIS

*SOCKET FR-BE **SOCKET EU

Conformity to Standards:
*French standard socket outlet: NF C 61-314 Standard
**German standard socket outlet: DIN VDE 0620-1 Standard
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SIDE VIEW EU**
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SIDE VIEW FR-BE*
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