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Electrical equipment may only be installed and fitted by electrically skilled persons.

Serious injuries, fire or property damage possible. Please read and follow manual fully.

Danger of electric shock on the KNX installation. Do not connect any external voltage to the inputs. Doing 
so may damage the device(s), and the SELV potential on the KNX bus line will no longer be available.

These instructions are an integral part of the product, and must remain with the end customer.

Load the address and the application software
• Switch on the bus voltage
• Press the programming button (4).

The device indicates the programming mode with a pulsating tone (0.5 Hz).
• Assign physical address.

Signal tone becomes silent.
• Write the physical address on the device label.
• Load the application software into the device.

LED (3) flash alternately, no operation is possible
No application software is loaded.

Load the application software.

Push button interface and signal transmitter show no function
Energy saving mode active.

Deactivate energy saving mode, depending on the setting e.g. by operation on the setting wheel or by exter-
nal presetting.
If the energy saving mode blocks other device functions: Check parameter setting and adjust if necessary.

DANGER! 
Electrical shock on contact with live parts in the installation environment.
Electrical shocks can be fatal.
Before working on the device, disconnect the power supply and cover up 
live parts in the working environment.

Operation

Commissioning

Troubleshooting

Downloads

System information
This device is a product of the KNX system and complies with the KNX directives. Detailed technical know-
ledge obtained in KNX training courses is a prerequisite to proper understanding. 

The function of this device depends upon the software. Detailed information on loadable software and attai-
nable functionality as well as the software itself can be obtained from the manufacturer´s product database. 
Planning, installation and commissioning of the device are carried out with the aid of KNX-certified soft-
ware. The latest versions of product database and the technical descriptions are available on our website. 

Intended use
• Operation of loads, e.g. light on/o�, dimming, blinds up/down, brightness values, temperatures, calling up 
and saving light scenes, etc.
• Installation in appliance box to DIN 49073

Product Characteristics 
• Operation by turning or pressing the control button
• Integrated push-button interface: Three binary inputs for potential-free contacts
• Functions for control button and push-button interface: Switching, dimming, shutter control, value trans-
mitters, calling up moods, etc.
• Acoustic signal transmitter, e.g. for status, operation or alarm message, ringtone or audible alert
• Alarm function, optional with confirmation by pressing
• Convenience function for dimming and value adjustment: Preselection of the increment by fast turning
• Energy saving mode
• Separated locking functions for control button and push-button interface

Energy Saving Mode 
The device switches to the energy saving mode after a preset time or by an external telegram. In the energy 
saving mode the signal transmitter and push-button interface are without any functions. During operation, 
the energy saving mode is exited.

     Operations from the energy saving mode are executed immediately.

The switching, dimming, blind, scene extension unit or value transmitter functions are available independent of 
each other for printing or turning the control button.

Press the control button
• Switch: Short press on the control button.
    A long push-button action can be used for operation of a second function.
• Dim: Long press on the control button.
• Move Venetian blind: Long press on the control button.
• Stop or adjust Venetian blind: Short press on the control button.
• Call up light scene: Short press on the control button.
• Save light scene: Long press on the control button.
• Call up value: Short press on the control button.
• Adjusting value: Press control button for a long time.

Press the control button
• Switching: Turn to the right or left.
• Dimming brighter: Turn to the left or right.
• Dimming darker: Turn to the left or right.
• Moving blind upwards: Turn to the left or right.
• Moving blind downwards: Turn to left or right.
• Calling up light scene: Turn to the left or right.
• Calling up or adjusting values: Turn to the left or right.

Functions
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KNX parameter handbook:
http://www.lithoss.be/images/uploads/pdf/LITHOSS_KNX_DIMMER_PARAMETER_HANDBOOK_v1.pdf

ETS file dimmer KNX:
www.lithoss.be/images/uploads/pdf/Lithoss_KNX_DIMMER_DE_EN_FR_NL.zip 


