
Temperature probes (optional)

Specifications

Select KNX

Matt Black 18

Brass Antique 20

Copper

Anodic Bronze 44

Anodic Brown

Installation

Product overview Button definition

KNX / EIB Bus 

External temperature 
probe type A or B 

Temperature probes

Download links

KNX parameter handbook: 
http://www.lithoss.be/images/uploads/pdf/Lithoss_Sx_PARAMETER_HANDBOOK_2022.PDF
ETS file 1 button: 
http://www.lithoss.be/images/uploads/pdf/Lithoss_S1_2022.zip
ETS file 2 buttons: 
http://www.lithoss.be/images/uploads/pdf/Lithoss_S2_2022.zip
ETS file 4 buttons: 
http://www.lithoss.be/images/uploads/pdf/Lithoss_S4_2022.zip

Name

Ref

KNX Programming
mode button (use 
paper clip to access 
this button) 

Internal temperature 
probe 

RGB LED

Programming 
feedback LED
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Digital inputs main functions
• 1 bit commands: load activation / deactivation commands (ON/OFF/TOGGLE) with short press or 
with di�erentiation of long and short press.
• 1 byte commands (unsigned 0-255 or HVAC commands or value % commands).
• Sending of long action telegrams on the same address of short action or on a di�erent group 
address.
• Cyclic sending.
• Sequences (3 commands mixing 1bit/1byte objects) with di�erent group addresses.
• Edges for 1 bit / 1 Byte / sequences.
• Dimmer management (with single or double push-button).
• Blind / Roller Shutter management (with single or double push-button).
• Scene management.
• RGB LED color per button (orientation light, feedback activation by button or ext. input object).

Analog inputs (as temperature sensor) main functions
• Temperature sensor calibration.
• Temperature cyclical sending.
• 2 di�erent temperature thresholds to trigger 1 bit telegrams alarm/warning.
• Enable / disable of alarm/warnings via 1 bit object.

Analog inputs (as thermostat) main functions
• Temperature sensor calibration.
• Di�erent control algorithms: 2 point on/o�; PWM; Continuous Control / Fan Coil Control.
• Di�erent setting modes: via HVAC automatic / via HVAC Manual / via Setpoint.
• Window contact function.
• Additional external temperature sensors (optional) 

In parameter file: 
[1] Button Upper Left, [2] Button Upper Right, [3] Button Lower Left, [4] Button Lower Right

One internal probe is pre-installed on board.
Optionally 1 external probe can be installed with specs:
• NTC temperature probe.
• Type A (from -20°C to +100°C).
• Type B (from -50°C to +60°C).
• Max. length of Connecting Cable: ≤ 10 m (twisted cable).
• Via Poke-in connector.
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RECESSED WALL BOX INSTALLATION PLACE COVERPLATE INTO FRAMEFIX FRAME TO WALL OR JUNCTION BOX
WITH 2 SCREWS (USE HOLES ON VERTICAL AXIS)

1 2 3

CUSTOMER SERVICE
info@lithoss.com
www.lithoss.com
++32(0)56481598

Moortelmeers 23, B-8740 PITTEM - BELGIUM
Tel ++32(0)56 48 15 98 - info@lithoss.com - www.lithoss.com
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*2mm for Select, 0mm for Squares
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Nickel 09

Textured White RAL9010 13

Tin Antique 19

ACC003 Type A (-20°/+100°C)

Max. power consumption 4mA

Regulatory compliance EMC directive. Standards EN50428, EN50491

ACC004 Type B (-50°/+60°)

Textured Black 14

Bronze Antique 17

Stainless Steel 01

Color Code

Gunpowder Black 03

Brushed Brass 06

Chrome 08

Matt White RAL9010 02

Select Ni

Product Code

Square Sq

KNX 1T

Module 

KNX 2T

S1

Code

S2

KNX 4T S3

Circum Select** CN

Circum Square** CS

PRODUCT

EXAMPLE CODE NIS101: Select 1T KNX Stainless Steel

MODULE (MAX 4 MODULES) COLOR

34

min40

MAGNETIC 
ATTRACTION

**Dimensions voor Lithoss Circum

Ø88,5

6.5

Hole dia 68mm

OR

Box with screws
*Square boxes not compatible with 
Circum

*Follow same assembly steps in case of Circum frame
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