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Specifications

MAGNETIC 
ATTRACTION

Charging
(RED)

Trickle charging
(ORANGE)

Fully charged
(GREEN)

L
N

230 V AC 

2pole connector
with screw terminal

per pole 
1x1.5-2.5mm2

SPECIAL CLAMPS AVAILABLE
ON SPECIAL REQUEST TO FIX
BODY ON BOX WITHOUT SCREWS*
(OR WITHOUT JUNCTION BOX)
USE HOLES ON HORIZONTAL AXIS

between red & green 
depends on type of load

 

*Use Paperclip to eject coverplate

Hole dia 68mm

OR

RECESSED WALL BOX INSTALLATION

Box with screws

1

CONNECT WIRES TO CONNECTOR
OF DEVICE

2

FIX FRAME TO WALL OR JUNCTION BOX 
WITH  SCREWS (USE HOLES ON VERTICAL 
AXIS)

3

PLACE COVERPLATE INTO FRAME

4

CUSTOMER SERVICE
info@lithoss.com
www.lithoss.com
++32(0)56481598

Fuse F1 is implemented on PCB (type: T500mA, L AC250V).
Leave unswitched by switching circuit breaker OFF, whilst installing or maintaining.

Moortelmeers 23, B-8740 PITTEM - BELGIUM
Tel ++32(0)56 48 15 98 - info@lithoss.com - www.lithoss.com

84

84 6.5

min40

32

Nickel 09

Textured White RAL9010 13

Tin Antique 19

Textured Black 14

Bronze Antique 17

Rated current (Max) 1,22A

Rated power (Watt) 6W

Input frequency 50 Hz

Operating temperature -25°C - 35°C

Output voltage 5V DC

Rated voltage 230V AC (IP20, class2)

Stainless Steel 01

Color Code

Gunpowder Black 03

Brushed Brass 06

Chrome 08

Matt White RAL9010 02

Void Vo

Product Code

USB supply unit 1,22A

Module 

0U

Code

PRODUCT

EXAMPLE CODE Vo0U01: Void USB supply unit 1,22A Stainless Steel

MODULE (MAX 4 MODULES) COLOR

Installation

Charging indication Removing the Coverplate

VO 0U 0 1


